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 Max load 25 kg. (No Warranty)
Max speed 140 Km/hr (90 Miles/hr)

8 N.m. (8X)
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1.2

Unplug the connecter
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Note 
         - Apply LOCTITE 242/243 to the screws
         - Re-tighten the screws 10 Nm every 1000 Km.
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BYPASS
TAILLAMP
CONNECTOR
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Insert bypass tail lamp connector between 
the connector and the tail lamp and re-fit tail
lamp to the vehicle by locating it on the ball
fixings and sliding the tail lamp to the right. 

4.1

4.2

4.3

9/13102110000515-00102110000515-00

Connect the defroster wire to 
the main wiring under the left rear door

Feed the connector out of cabin through
the original hole under the left rear plastic
step. 

Connect the Y-adapter of defroster wire to 
the original defroster connector on the rear
window. 
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Re-fit the terminal cover.
Close the bonnet
(ref.diagram 13).

CLOSE BONNET2

RE-FIT
TERMINAL
BLOCK COVER

1

TERMINAL BLOCK

Diagram - RE-FIT TERMINAL COVER

3.14

To connect to demister (at  C pillar LHS)LHS)

Battery

To connect to canopy

To connect to battery

4.1 4.2

4.3

To connect to rear lamp

4

102110000515-00102110000515-00


